
W
orldT

racker E
nduro P

ro

Powerful, Compact GPS Tracker

WorldTracker Enduro Pro

The WorldTracker Enduro Pro is a versatile, all-weather GPS tracker designed for
multiple uses, including vehicle tracking, personal protection, and covert tracking.
With greater sensitivity, faster TTFF (Time to First Fix) and Quad-band GSM/GPRS
frequencies, Enduro Pro provides superior dependability and accuracy at a more
affordable price point than comparable trackers.

Smaller than a credit card, the Enduro Pro offers multiple user options including
emergency alerts, geo-fencing, low battery warning, and an SOS button.  Efficient
power consumption allows the Enduro Pro to operate for up to 30-days on a single
charge or up to 6-months when used with its optional magnetic-mount extended life
battery pack enclosed in a crush-proof Pelican® case.

 

Enduro Pro Features:

Compact Size:  67.4mm x 40mm x 21mm
Lightweight:  60 grams (2.1 ounces)
Hot Start:  Less than 1-Second
Cold Start:  Less than 29-Seconds
IPX-5 Certified Water Resistance
UBlox GPS Chipset
MMCX  Connector for Optional GPS
Antenna (Sold Separately)
Efficiency:  Up to 30-Days per Charge
Extended Battery Pack Option for up to 180-Days per Charge
Built-in 3D Motion Detector 
DC Power Connection
Quad band GSM/GPRS Frequencies:  850/900/1800/1900
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“Those  looking for a professional grade real-time GPS tracking 
device with outstanding battery life will find the Enduro Pro one 

of the best, if not the best, option on the market today."
-  GPS Magazine, 2011



WorldTracker Enduro Pro

GSM Specifications

Frequency
Quad-Band: 850/900/1800/1900MHz
Compliant to GSM phase 2/2 +
-Class 4 (2W @ 850/900MHz)
-Class 1 (1W @ 1800/1900MHz)

GPRS GPRS multi-slot class 12
GPRS mobile station class B

RMS Phase
Error 5 deg

Max Out RF
Power 33.0dBm ± 2dBm

Dynamic
Input Range -15 ~ -102dBm

Receiving
Sensitivity Class II RBER2% (-102dBm)

Stability Of
Frequency Greater than 2.5ppm

Max Frequency
Error ± 0.1ppm

Technical Specifications for
WorldTracker Enduro Pro

General Specifications

Dimension 67.5mm x 40mm x 21mm

Weight 60g

Backup
Battery Li-Polymer 1300mAh, 3.7V

External DC
Voltage 5V DC

External
Battery Voltage 3.5V to 4.5V DC

Water
Resistance IPX-5 Certified

Standby
Time

Without Reporting: 300 to 400 Hours
5 Minutes Reporting: 100 to 150 Hours
10 Minutes Reporting: 150 to 200 Hours

Transmit
Protocol

SOS/Emergency
Alarm

SOS alarm to email or as SMS to
cell phone when alert button is
pressed

Air Interface Protocol
Position reports based on preset
GPS fix and report interval

GPS Specifications

GPS Chipset uBlox All-In-One GPS Receiver
Sensitive, Fast and Accurate

Position
Accuracy

Autonomous: < 2.5m
SBAS: 2.0m

Sensitivity
Cold Start -147dBm
Reacquisition -160dBm
Tracking -160dBm

TTFF
(Open Sky)

Cold Start 29s
Warm Start < 29s
Hot Start < 1s

User Interfaces
Mini USB
Connector Include external power and UART

Alert Button For SOS alarm

Power Button For power on and power off.  Can be
disabled by the air interface protocol.

MMCX RF
Connector For external GPS antenna
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